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FOREWORD 

This report Is one of the reports presenting the results of the 34 projects participating 
in the M.Uary Effects Tests Program of Operation Castle, which’included six test 
detonations. For readers interested in other pertinent test information, r.eference ia 
made to.WT-934, Summary of,Weapons Effects Tests, klitary Effects Program. This 
summary ,report includes the following information of possible general intereat: (1) an 
overall descriptidn 6f each detonation, fncluding.yield, height of burst, ground zero lo- 
cation, time of detonation, ambient atmospheric conditions at detonation, etc. , for the 
six shots; (3) discussionof all project results; (3) a summary of each project, including 
objective8 and rqtita; and (4) a complete listing of all reports covering tie Military 
Effects Tests Program. 
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ABSTRACT 
. 

. 

Project 9.1 .was organized to doeument the cloud-rise phenomena during Cperatfon Castle 
by means of photographs e.xposed from aircraft. This supplements Program 13.2, a Loem 
Alamos Scientific La+oratory st?ldy of ‘the early cloud-rise by means of ground-based 
cameras. 

Four aircraft were used: ‘Cne &B-36 operating at 40,000 feet, and three C-64’s 
working at 10,01?0 to 14,000 feet. The planes were’4Oto 100 miles from g&&i zero, 
usually at the s&mile rzqe at H-hour. Aerial cameras were ‘inatalled on’ A-28 Stabl- 
lired Mounts snd operated by the Lookout Mountain Laboratory, U.S. Air Force. Photo- 
graphs were taken of the visible cloud, from several directiana, as a function-of time. 
Supporting data were photographed automatically, and the aircraft furnished navigation 
logs to document their poktion at every instant. These logs were rather less complete 
and less accurate than had been expected; this is attributed‘primarily to the difficulties 
in flying under unaccustomed conditions. 

Ali four aircraft flew on every’ shot. Of the 24 missions, six were spoiied because 
of interference by. natural clouds. Four of these were on Shot 3, which was fired under 
such bad weather cond.Xions that good pho.tography from the ground or from the air was 
impossible. 

The data obtained are more complete and more accurate than any obtained during 
Previous operations. Good measurements of cloud height and qameter over a lO_minute 
interval were obtained for the five shots which were photogr,aphed. It has been found 
possible to apply suitable corrections for the effects of earth curvature and.atmospherlo- 
refraction, the slight tilt of the camera platform, and the altitude of the plane. The re- 
,sulting data agree well fiom one plane to the other, and it has been possible to ass@ 
smaller uncertainty to the results than had been anticipated. With a few exceptions, it has 
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not been possible.to evaluate the few data taken more than 10 minutes after detonation. 
The results fit well with’ those obtained during Operation Ivy. 

A number of ways to improve the procedure became apparent as the tests continued 
which should lead to a better job on future operations. ,Several specific recommendations 
are presented. . ‘. 

The results of the Castle measurements .are summar ized in tabular form below, and 
Ivy results tie included for comparison. 

. . 

SIJMhfAftY OF GLOW PNfhMETERB 

Castle 
1 114 41 3% ST0 
a 110 44 33 316 
4 04 36 26 126 
'6 110 44 S4 270 
6 I2 26 1% 147 

w 
xike 96 39 30 200 
Kfw 16 26 90 "' 

., 
Nod&a vereobtUned for Shot 3. 

Su@ementary .data on cloud phenomenology such as dime&one .of condensatton 
rings, ice caps, and “beils” and “sktrte” surr.ounding the main stem are presented 
in Chapter 6. Also included are several appro$mations bf the diameter of the 
stem at high altftudes (35,000 to 50,000 feet) at relatfvely late (30~minute) tfmes. 
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Chapter I 

iNTl?OD~CTlON 

The purpose of this experiment was the determination of thx? dimensions a.nd&titude of 
ewh n&clear cloud as functions of time. Primary interest lies in the early stage during 
which the cloud rises to maximum altitude. Secondary interest lies in the intermediate 
interval during which the cloud e‘xteuds to ita maximum diameter at the stabilized alti- 
tude. The late stages during which the cloud begins to .disperse ard to drift ~,ith the 
several wind layers are important, receive attention but tc a lesser extent than the 
first two mentioned above. 

The results are vital to strategists, who need assu.ranc,e whether a delivering air- 
,ccaft can or cannot safely avoid the uprushing maelstrom. They are also important to 
the groups concerned with cloud-sampling operations, and are of potential utility in 
devising methods of estimating energy release. They are’ef more than x%cademic 
interest to practicing and theoretical meteorologists. 

The photographic method of recording these phenomena was chosen in view of its, 

. 

l . 

abil,ity to record permanently, and for ready analysis, every visible detail of the cloud 
at any desired time. The anticipated large dimensions of the Csstle clouds dictated 
the placement of the cameras at considerable distances. The use of aircraft as camera 
platforms was decided in view of the paucity of suitable atolls, and of.ihe probability of 
natural cloud cover. Several such airc-raft were needed, for the purposes of triangu- 
lating on the cloud to determine its position, and to provide insurance against failure 
of any one station to procure satisfactory data. 
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Chapter 2 

BACKGROUND AND THEORY 

Cloud phe.nomena have been studied photographically on most of the test operations in 
the past. These studies have been carried out by Edgerton, Germeshausen and Grier, 
Inc. (EG&G), under the auspices of the Los Alamos Scientific Laboratory (LASL) on 
Operatiqns Greenhouse (References 1, 2); Buster (References 3, 4); Tumbler-Snapper 
(fieferences 5, 6);‘Ivy (Refer.ences 7, 8, 9); and Upshot-Knothole (Reference 10). The 
Greenhouse measurements were taken .for ‘ahalysis by groups at the USAF Cambridge 
Research Center and Rand Corporation, who reportad those results in dclall. All of these 
programs were carried out with rather limited objcctivee. 

All measurements were .taken with ground-based cameras until Ivy, when the first 
attempt at aerial documentation was made, These da!% were far from perfect but pro- 
vided invaluable experience in planning the Castle program. As it turns out, the same 
statement can be made concerning the Castle results: The data Ge incomplete, although 
they are the best yet obtained; the experience shows many ways in which they could have 
been improved. 

2.1 PLAN FOR CASTLE 

At the request of the Armed Forces Special Weapons Prbject, a technical proposal 
(Reference 11) for the CBstle cloud-study program was submitted, and was followed by 
a detailed technical plan (Reference 12). This plan recommended the use of several 
air&aft, at 30,000 to.40,000 feet, together with ground-based stations. The alrcraft 
were to be placed 75 to 100 miles from ground zero ,in different directions but in the 
two western quadrants to photograph the silhouette of the cloud against the dawn sky 
light. Wide-angle lenses were to be used to keep the entire cloud w?thin the field of 
view for upwards of an hour. The cameras were to be .mounted on automatically stabi- 
lized pIatforms to control the tilt, and the aiming direction of the camera was to be re- 
corded automatically from a gyro repeater. Accurate navigation logs were needed to 
keep track of the aircraft position throughtout the run. As will be seen, these rcquire- 
me& were not entirely met; it is clear now that they are all truly necessary and cannot 
be compromised if all of the objectives of the program are to be satisffed. 

During a meeting of Program Directors at LASL, in June, 1953, a dcctsion was. 
reached to separate the airborne s,ttd land-based photographic programs. The lid- 

based portion was reducikl in scope; pliced hnder LASL Projeot 13.2, and carried out 
entirely by EG&G., Inc. The airborne pcrtion.was placed under AFSWP Project, 9.1; 
the photoyrsphic work was assigned to the Lookout hlountaln Laboratory, USAF, while 
EG&G. ., Inc. furnished advice and censultation in planning the program, analyzing the 
films, and reporting the results. 

2.2 THEORY 

Since .Project 9.1 was concerned with observing the cloud 
with explalnlng them, the theoretical background is’extremely 
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of a given object, H, is related to ‘the size of the image, h, by the simple relation 

,, _. :_ . 
_ H = Doa h/f 

. 

. 

where f is the effective focal length of the lens, and Do, is the distance along the optio 
;uds, fro,m the lens to the plane (perpendicular to the optic skis) containing the object. 

. The focal length is calibrated accurately for each lens. The image size and optic-axlS 
distances, however, may both be poorly known. Assuming the distance to ground zero 
is accurately known, it is not known how far away .a given part of the cloud is (for 
example, the near edge)., nor is it’known how high that part is if ground zero or the 
horizon is obscured by clouds. Thus the gross cloud diameter may be det&mined. more 
easily. and reliably than the heights and positions of specified portions. 

It was to overcome these difficulties that use was made of the stabilized platform. 
With this table the angle of tilt in aiming the camera is at least known, and film measure- 
ments can be made to fiducial or other artificial reference points where no natural ref- 
ercnce appears in the photo’graph. . l%easurements’ of this sort have been carried out 
successfully for objects lying near the ground-zero plane. To investigate such objects 
as the near edge of the cloud, more information is required: for example, a second 
picture taken from another location. If the object can be clearly identified in both 
pictures and if the camera aiming angles are accuragely known, the position~of%he object 
can be computed by triangulation. ‘Ihip endeavor has failed for Castle, since the angles 
&d positions are too poorly known and since two different views of most cloud irregu- 
larities are quite difficult to identify positively. Jt appears that two views from nearly __ 
the same position are needed, not more than 15 degree separation, and that the aiming 
angles must be measured with.a higher order of precision than appears justified. 

. 

_ 2.3 CORRECTlONS TO OBSERVED DATA 

The practical difficulties and limitations in the experiment are considerable, neces- 
sitating the evaluation of suitable corrections to the direct measurements. ~For.example, 
a correction must be made .for the curvature of the earth and for. refraction of the light 
path through the atmosphere. This is a relatively straight-forward calculation, involv- 
ing the altitude of the plane and its distance from the object, and is treated-thoroughly 
in many works (References 13, 14). It is employed whenever artificial reference 
points are used in measuring the film. 

A similar calculation is concerned with-the position of the apparent horizon in the 
ground-zero plane. This horizon is used as the measurement reference wherever it 
is clearly visible. Since it usually lies behind the detonation point, it appears to be at 
some (easily calculable) altitude above ground zero. 

A more-serious correction is needed in determining the location of the top of the 
cloud, which may be obscured by other portions of the cIoud closer to ffie camera. 
It is clearly impossible to photograph the top of a wide-spread object unless the camera 
can be placed above it. This correction necessady involves personal judgment based 
on detailed c.xamination of a series of pictures taken at different directions sud times. 
A feeling isdeveloped for the probable shape at the top, and the data are corrected 
acoordingly. 

-. Additional corrections are required to compensate for the variations in tilt of the 
stabili&d platform. These variations are small, except when the plarmbauks and 
throws the table into the ‘stops. h’evertheless the correction is significant even for the 
small variations and is considered as a separate step in the computations whenever 
artificial reference must be u6ed. 
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Chapter 3 I . 
tNSTfWlE.NTATION and OPERATIONS 

. 

3 .l INSTALLATIONS 

For the purposes of Project 9.1, two cameras were installed and upernted in each 
of four airplanes by .the Lookout Mountain Labor,atory. Each plane was equipped with 
a Type A-20 Automatic Stabilized Mount, which carried one modified K-1X camera 
and one j5-mm Eclair motion-picture camera. The 35Lmm cameras were..intended to 
operate ,at about one .frame per second, to document the rapid’rise of the cloud during 
the first five minutes. They were equipped with timing clocks. The K-17C camer.ae 
were provided with special shutters to permtt long exposures under dim lighting con- 
ditions and tiere planned to take three photographs every m:nute ,during the early stages 
and to drop back to a slower schedule later on. The K-17C cameras wefe provided 
with data recording chambers to record: (1) the time at which each frame was exposed, 
(2) aiming of the camera by means of a gyro-controlled compass card, and (3) tilt of 
the stabilized platform by means of a bubble-level. 

One installation was placed in the RB-36 aircraft, which was flown at about 40,000 
feet on every shot. This plane was available to Project 9.1 for only the first 10 minutes 
after detonation; it then performed duties for Program 11 and Task Unit 9 to the exclu- 
sion of Project 9.1 interests. 

Similar insiallations were made in three C-54 aircraft, which flew at 10,000 to 
14,900 feet for each shot. These pianes were availablo for an hour or more and were 
shared with Task Unit 9. 

The original plan called for placement of all planes in the two western quadrants 
to permit photography of the cloud silhouette against the dimly illuminated eastern sky. 
Distances and lenses were specified to cover a field of view appro?dmately 150,000 feet 

. high ‘and 350,000 feet across in the vertical plane at ground zero. This requirement 
was based on observations taken durfng Operation Ivy. 

The ship’s navigator was requested to supply information as to the distance and 
bearing to ground zero every minute, together with supplementary data on the plane’s 
heading, course and speed. 

Although the schedule was tight, all equipment Was installed and trial runs were 
made before leaving the United States. These runs were apparently satisfactory. Trial, 
runs were also made in the forward area, with the primary object the determination of 
the pre-dawn sky light-levels: It was found that the available ilght &as mar&r&y weak but 
still exceeded pessimistic eipectationi. 

: 

3.2 OPERATIONS 

The plan of operation was relatively simple in principle, but success depended upon 
good luck as well, as on proper’functioning of individuals and equipment. Serious loss 
of data or even oompl.ete failure of the mission could result from the failure of a single 
link in the chain. For e.xample, incomplete navigation .data can spoil an otherwise perfect 
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set of films. On the other hand, failure of a clock or of a shutter or of a power source is 
equally ruinous. Natural cloud cover can kill the mission completely. 

The results of these cloud-rise studies are easily the best obtained to date. However, 
the basic,,plan fell short of complete fulfillment in several important respects, 

I 
m 3.2.1 Equipment Failures. The most-serious failures were those of the special 

shutters in’ the modified K-17C cameras. This is presumably caused by the low- 
temperature operation and was not encountered before the operation because of the 

. ‘closeness of the schedule. The failures manifest themselves in double exposures, under- , 
ancj over-exposures occurring in a sequence of properly exposed photos and in the shutter 
remaining open during film transpo.rt. The resulting photographs sometimes give partial 
information but result more frequently in gaps in the data. Fortunately, these gaps are 
sometimes filled by cameras in the other planes. This difficulty became less serious as the 
operation proceeded. 

.The data-recording chambers in these cameras were usually well exposed and legible. 
.I 
’ , 

Omiwo oceasicns when the camera v:zs operated at runaway speed (1.5 second picture in- 
terval versus the prescribed 20 second) the vibration caused complete loss of the chamber 
data. This difficulty was eliminated. 

The compass card in the rceording chamber somctimes.gave.data which are obviously 
in error. (The pl‘ane’s course swings. around a. 60 degree arc-, but the card shbws an . 
angular change in aiming of only 25 degrees. ) It is understood that lack of time prevented 
the coupling of this card to a gyro-repeater and eat .the settings were put in.manually. 
‘. Owing to the pressure, of time, the prescribed short-focal-length lenses were not 

used on the motion-picture cameras. The US& of long lenses, together with the to&close 1 

. positioning of the aircraft, limited the field .of view to about a third of the prescribed 
dimensions. , As a result, the sloud invariably ran out of field in two ‘minutes ‘or less. 

There’were two cases of failure’of the clocks’in the Eclair camer.as, owing to low- 

. temperature operation. The difficulty was remedied satisfactorily. 

3.2.2 Failures Due to Nrcr‘aft Location. The’aircraft were ‘much too close to the 
point of detonation, for the purposos of Project S.l., because of compromises with other 
.experimcnters using the same planes. 

The N-36 plane was needed by Psoject 11 to begin sampling operations after the 
first 10 minutes. This requirement pulled the pl‘ane in to a range of 50 nauticai miles 
on every shot and resuIted in too smalI a fieId of view for the cameras. The clot&went. 
out-of-frame in the K--1X cameras at 4 mi~M’es (Snot 1) to 7% tinutcs (Shot 4) and In 
the Eclairs at 1.5 to 3.7 minutes,. An accompanying difficulty’arose from the Program 11 
wish to have the plane,in the southeast quadrant -there was not enough light once the 
fireball dlrnmcd, so that exposure-times up to .4 seeonds had to be used. The platform 
was not steady enough for lsuch IonE exposures, d the pictures are blurred-and difficult 
to read. 

. 

The C-54 planes were shared with TaskUnit 9, which w~t.ed to bd as close as 
possible to the burst. The compromises adopted were certdnly unssiisfactory to them 
ns well as to Project 9.1. The ships were placed in the right directions but wero only 
40 to 60 nautical miles from ground zero 
was limited to 10 minutes or less. 

-so close that the useful period of observation 
There were two exceptions on Shot 5, when the 

planes were at 90 nnd 100 miles and procured good photographs to 15 and 29 minutes 
respectively. 

3.2.3 F.ailures Due to Navigation Errors. The position data supplied by the aircraft 
navigators are not as good as had been expectad. Undoubkdly EG&G did not appreciate all 
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c 

of the problems involved. and assumed the job to be easier than it actually wfrs. As a re- 
suit, the specification of data requirements may have been inadequate. The other groulm 
concerned also assumed the job to be routine, and =.a result, everyone was inadequately 
briefed. 

The disappointing data from the first shot pointed up the problem and led to corrective I 
measures. Two planes furnished sketchy information, starting after the useful photography . 
was completed, and the other two sets of data contained obvious errors and inconsistencies. 
Some of the navigators performed consis.tenliy tietter th‘an others thereafter, ‘although the 
data still contain ohvious gross errors: one log had the plane remaining in the same position , 
for 3 minutes; in other cases the aircraft backed up, went sideways, or ran at 700 miles per 
hour. It is believed that the navigators did the best joh they could, adequate for the routine 

. rnnning of the plane, but that the ,added requirements of this program led to the sort of 
human errors that everyone can make when working under extreme stress. 

On the last two shots, supporting navigational data were furnished by the Air Cpera- 
: 
i 

tibn Center aboard the USS E&es. Comparison of these results with those logged by the 
airaraft navigators shows that the probable uncertainty in distance is of the order of 
*2 nautical miles, and in angular bearing of the order of *4 degrees. (Extreme discre- 
pancies of 2F miles and 14. degrees were actually reported. ) 

It is believed that the data are generally good as regards distance from plane to 
ground zero but that the bearings are too poorly hno\iin to give any accuracy in triangu- 
latirig on the cloud. This conolusion, together with the limited photography coverage, 
restricts the interval of measurement to about the first 10 minutes, before wind drift 
becomes appreciable. .Thus the third, ‘and least important, objective of the program was 
not satisfied, with the ,exce&ion of several measurements of stem diameter at about 

1 : 

30 minutes. The two major objetitives, hou-ever, were met with reasonable precision. . 
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Chopfer 4 

METHQDS AND ANALYSIS 
. 

T’?re photographic study of cloud-rise phenomena differs in several tmportant respects 
from the cuetomary aerial survey or photogrammetric mapping problem. It is not enough 
simply to establish accurate scaie factors for distake. Customary mnpping.proceduree 
always reduce the.three spatial dtmensions to two by employing a system of contours to 
.represent the relatively slight variations in the third. Here refuge cannot be taken in 
such a device; the three spatial dimeneions, and also time, must be eonsidered as four 
separate, independent, and irreducible variables. ‘A complete WmlySiB of all pha.s6s Of 

this problem would be laborious and unjustifiably expensive; even a limited study, how- 
ever, requires accurate and complete control of all ‘four variables for every photograph 
exposed. In addition, it requires experien5.e ,aiid judgment .on the part of the analyst to: 
(I) interpret the series of pictures,. (2) identify irregular!.ties in the poorly defined and 
sometimes-nebulous cloud surface, (3) evaluate the relative importances of prominenoee 
in the Cloud, and (4) estimate’probable features which.are hidden’from the camera. 

. . 4.1 SPATIAL CCN’TROL L. 

. 

It is necessary to know the following for ,each photograph: (1) horizontal distanoe 
from ground.zero, (2) altitude of the camera platform, (3) horizontal .ainiing angle 

. (bearing), (4) vertical aiming angle (tilt), (5) focal length of the lens, (6) distortion 
chara.c’teristics of the camera,. (7) location of the optic-axis on the film (fiducial marks), 
and (8) .earth curvature and atmOBpheriC refraction. 

In addition to the above, it is desired to make sure that the f;eld..of view of the 
camera is large enough. A photograph !n which cloud-cover, perspeotive diffloulties 
and curvature-refraction effects are all minimized is preferred. These are contra- 
dictory effects, and the optimum distance for multimegaton bombs is of the order 76 
to 150 &lee. 

In practice, Iteme 2, 4, 5, 7, snd 8 are usually quite well known.. Item 6 is 
aeglected; Item 1 is known to about a2 percent; but Item 3 is too poorly known 
(* 4 degrees or so) to permit any true three-dimensional ‘analyaie. Lack of this tn- 
formation requires that the cloud phenomena.be evaluated in the vertical plane through 
ground zero. The loss of aqy of these data, for any given photograph, eeriously impairs- 
the value of that picture to the study. 

Data regarding camera position for the Castle detonations were derived from the 
navigation logs furnished from the field.. The given data were plotted for each misslon 
as a series of arrows originating at the given position and terminating at the expected 
position 1 minute later. Since the terminus almost lnvarlably differs from the aotual 
position given by the log for that time, by 1 to 10 miles, it mustbe concluded that the 
data are not internally consistent. Therefore, a smoothed curve is drawn through the 
data to represent the probable course of the’ship. An adjusted time scale is construoted 
along this curve, with equal increments of distance to take aocount of the nearly constant 
velocity and with minimum deviation from the logged time soale. This ourve is felt ,good 
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to 52 percent as regards distance to ground zero, and to a4 degrees as regards angular 
bearing. 

4.2 TIMING CONTROL 

-. It is necessary to know the time, relative to detonation, at which each photograph 
is exposed. This problem was solved in principle by photographing a clock, mounted 
within the camera, at the same time each exposure is made. The remaining problem is 
one of synchronization. In most cases the clock was set to witbin a second or two, and 
tlih clock error was noted. However, in two cases the clock ran slow because of low 
temperatures. In another case, in which clock error is not noted but is of the order of 
3 minutes, the only way to ascertain the time is to work backward from the best data 
obtained from other cameras. 

’ 

:.I 

. 

4.3 M&4SUREMENTS FROM THE FILMS 

It is impossible to specify an exact measurement procedure, since each photograph 
differs importantly.from all others. The analyst takes advantage of every feature that 
can aid him, primarily in the matter of establishing a gound&reference level. Many such 
references are possible; sometimes all of them&e available and sotietimes none. The 
best ‘reference would be a clearly defined ground zero, such ns may be derived frem the 
ellipse representing the water-shock intersection. Other possible references are the 
horiz,on,‘ a well-defined condensation ring or skirt surrounding the stem, the edge of the 
film frame, or the fiducial references in the camera film-plane. .Frequently these fidu- 
cial marks are missing, because they requjre sky light to shadow them on the film; 
artificial illumination would be much more reliable. Having chosen the reference for a 
given photo, measurements are taken to ‘tie them all together, i. e. , horizon to fiduciala, 
shock-wave to condensation ring, and so on. Such data, obtained from a few pictures, 
may be invaluable for making measurements from other photos in the same series. Thus, 
measurements may be made from the shock circle for the first few pictures, from a 
prominent skirt later on, and finally, from the fiducials when they reappear. 

Measurements are taken from the best reference for the particular picture to the 
several interesting cloud features.’ Careful notes. are kept explaining the .references 
used and the portions of the cloud to which measurements were taken. These notes 
are used later in resolving the discrepancies between readings from several cameras. 

The 35-mm films are read by means of a Hauser microscope comparator or by 
means of a magnifier and scale on an illuminated table. The comparator provides more 
precision than is required ‘(i 0.0002 inch on the film) and is rather time consuming, in 
view of the careful set-up required. The magnifier and scale permit readings to an es- 
timated kO.001 inch, which is more than adequate for these measurements. The choice 
of instrument is usually made in view of .the particular features of the given film. 

The K-l?C films are read by means of a scale on an illuminated table, whioh is 
good to kO.01 fnch. This ie more than adequate for these purposes, since the edge.of 
the irregular. cloud usually cannot be defined to better than 0.10 inoh on these films, 

. 

414 CALCULATIONS . 

Scale factors are derived for each film as a function of, time from the smoothed 
airplane position curve and from the calibrated focal length. Then the approprlate COP= 
rections are derived, also as functions of time. 

l 

These corrections (for earth curvature 
and refraction, position of the apparent horizon, altitude of a particular skirt used as 
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the measurement reference, and tilt of the camera platform) depend upon the altitude 
of the plane and its distance~from ground zero, the reference chosen for the particular 
measurement, the measurements’relating the several references, &d the position of 
the bubble level showing platform tilt. The corrections’ are applied to the film measure- 
ments with appropriafe scale factors to derive the fin+ readings of cloud diameter or 
height as functions of time. 

The data from the camerti are plotted for comparison and almost always show a 
gratifying agreement during the rice of the cl&d to maximum’ altitude. This agreement 
shows the analysis to have been correct. The diameter. readings and height to bottom 
atways continue to agree well, but the height-to-top readings usually begin to spread 
apart after stabilization, dtsagreeing,sometimes by as pluch as 20 percent. 

Wnen discrepancies appear, the films and the measurement notes are re-examined 
to determine the cause. Usually it is a matter ,of judgment as to which.portion of the 
image truly represents the top of the cloud. Someti.mes it cau be shown that the cloud 
must have moved enough to upset the scale factors; in such a case the average of two 
readings from opposite directions is better than either alone. A “best curve” is 
agreed upon, and estimates of .error are derived from the scatter in the figures and 
from the known uncertainties in the supporting data. 

I 
. 

. 

. 

. 
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I 
Chapter 5 . 

,RESU’LTS 

The measurements and calculations are press&d and discussed, shot -by shot, in the 
. 

succeeding paragraphs. Data are given concerning the diameter and heights to top and 
bottom of the cloud proper, as functions of time for a maximum of 10 minutes. Few 
data were obtained at later times and, with the exception noted in Chapter 6, are omitted 
in view of unoertainty as to motion of the cloud with the wind. 

.In general, the diameter data are considered the most accurate while the height 
to the top of the cloud is least reliable. This follows from the fact that the cloud towers 
high above the camera and the top cannot be seen. 

For the purposes of this report, the top of the cloud is measured at the top during 
the rise and near the edge after staM.ization. Whenever a thunderhead (a small wisp of 
material going to higher altitudes than the cloud proper) is observed, the data are also 
&en. The bottom-of the cloud is sometimes poorly defined, because of the massive 
stem, but roughly represents the cloud level about halfway from stem to edge. 

I 

5.1 SHOT 1 

Data from this detonation are less complete than from succeeding shots. Two of the 
planes furnished adequate r&vigatJoa data, and also usable films; fort,unately, the worst 
camera failures occurred in the aircraft whose positions were unknown. Table 5.1 lists 
all of the films exposed for cloud Projects 9.1 and13.2, together with an evaluation of 

‘their utility for these purposes. 
The results, given in Figure 5.1, are b&sed on measurements from three aerial films 

(two from K-17C cameras and one from an Eclair) arid are tied into the 13.2 data from 
ground-based cameras, which cover only the first 0.6 minute. The diameter curve is 
believed to be good to * 3 percent for the first 5 minutes; after this the photographs are 
poor and only two measurements could be taken. The height-to-top figures are good to 
f 3 percent for 4 minutes. Then they become increasingly uncertain; at 6 minutes the 
given data could be in error by ilO percent, and thereafter the protninent thunderhead 
provides the only reliable measurements. Height to bottom is probably good to ~5 per- 
cent out to 19 minutes. 

Experience on this first shot led to corrective measures designed to improve the 
quality of the data on ‘succeeding shots. 

. 

5:2 SHOT 2 

Three of the aircraft furnlshed good navigation data (en estimated probable curve was 
derived for the fourth) and five of the eight films exposed are quite good. Table 5.2 lists 
all of the films exposed for Projects 9.1 and 13.2, together with evaluation as to their 
utility for cloud study. 

The results, given in Figure 5.2, are based on measurements from four K-17C and 
three Eclair films, and are tied into the 13.2 data from ground-based cameraa. The 
diameter curve ie felt to be good to *3 percent for 7 minutes, and only slightly poorer there- 
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after. The height-to-top data are good for nearly 4 minutes and then become poor as the 
cloud spre& out and obscures the top. The thunderhead and height-to&&tom data are 
considered good._ 

The K-17C filni exposed inthe W-36 plane is a particul’arly goed record of the 
growth during 

I 
the.first 45 seconds. The shock wave’is visible in the sic for about 7 seconds, ’ 

TABLE 5.1 FILMf EXPOSED. SHOT 1 

NW. 
: 

Film Number LOOa- 
EGlG LML tion Data COlIlhl8 

: 

24061 117D RB36 OK PoorUmtng. red1.5mtnuta 
24066 117c RB36 OK .PoortIming. r&dl.S mtnub 
24066 117A 5615 OK OKtoJ.lmtnute~ 
2Ao70 117B 5462 NOW PhOtoSOK. notread 
24071 ND12 RB36 Fnli- Read 4.2 mtnuter 

24072 
24073 
24074 
24060 
24051 

Am9 
ALDlO 
AID11 

6561 
6615 
6462 
HOW 
now 

24052 
24063 
24054 
24065 
24056 

24067 
24056 
24063 
24064 
24066 
24066 

NAN 
NAN 
TARE 
TARE 
now 

NM 
TARP 
HOW 
NM 
HOW 
N&4 

and its intersection with the water surface can be measured for 45 seconds. Its radius i& 
creased at a constant rate of 1.31 x lo3 feet/Seconds to a radius of 69;OOO feet by 45 sea- 
onds. The&&erseetion circle provides an unusually good reference for the measurement . 

TABLE b.2 FLLM3 EXPO6ED,EHOT2 

Flh NUlllbOr Loor NW. 
EGM LW. tlon Data COEWiWlt* 

24567 121E SIB36 OK Poor.tJmtngsrro~ 
24563 12lC 5561 OK OK 1.3 mhte 
24569. l2lB 6616 OK OK 2.0 mtnuter- 
24570 121A 5482 NOM Poor,wtrwId 
24571 Ala21 RBa6 Ftir OK 6.6 mlnuter 

24572' ALD16 i6lS OK Poor. road 16 mlnutem 
24573 AWlS 6462 POW 

. 
oK10mtIluta6 

24574 UD20 5561 OK OK 7.3 mJnute* 
24552 NM oK20Mc0nd6 
24563 NhN OK26reccmda 

24656 TAKE oK2tiMcondD 
24555 TAKK CK 25 lSCoad6 
2466e TARE F&r 
24662 PARRY OK 46 mtnute~ 

of cloud heights. The later pictures from this camera are qlite poor owing to the long 8X- 
posares required. . 

5.3 SHOT 3 
Because of heavy cloud cover and loosl rain squalls, no photographs were obtained for 

this shot, from the air or from the ground. 

5.4 SHOT 4 
The navigation data were good from One plane, fair from two, and poor from the 

fourth. Three films were good, foul were poor, and one camera jammed. Aa indicated 
21 
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in Table 5.3, some data were obta&d from tv~o K-1X cameras and from two Eolairs. 
The measurements from these films agree fairly well with each other and tie in with the 
results from the 13.2 ground-based cameras. Figure 5.3 is the graph of the data. 

All three curves are good to f 3 percent for 4 minutes and become poorer thereafter. 
By 8 minutes the probable error is estimated to be of the order of t8 percent. 

This device,. of lower yield than those used for Shots 1 and 2, went .to a.lower ultimate 
altitude and did not have the thunderhead observed In prior shots. 

5.5 SHOT 5 

Three aircraft furnished good navigational data, and the .Afr Operations Center a- 
board the USS Estee supplied information of the iourth, as well as checking two of the 

0 2 4 6 8 IO 
TIME i MINI 

Figure 5.5 Cloud dimetisions: Shot 6. 

other ships. The checks were not perfect as regards the angular bearings of the ships 
from ground zero but were quite good as to distance: All eight cameras obtained,good 
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photographs, although one had a bad timing error. This shot is the best documented in 
the entire program. 

Tai& 5.4 describes all cameraa operated for cloud study projects, and t$ resolts 
are plotted in Figure 5.4. Au three curves are good to ~2 percent for the first 2 minutes, 
deteriorating thereafter to an es&rated f 7 percent at 10 minutes,. 

‘&vo of the aircraft were moved out to the 75-to-fOO-mile range for this shot and 
obtained good photographs to 15 to 20 minutes. Unfortunctel~ no position data are avatl- 
able after 12 minutes for one ship, and the other plane used the camera with the timing 

. 

. 

TABLE 5.3 FUMS EXPOSED. SHOT 4 * 

.- 

PIlID Numbor Lom- NW. 

EGUi 'Lf4f.d uon Da ~CtXllXlIWlt# 

24161 'mc RD.96 OK OK 3.7 rr.buQ, 

24w.o Ia'LB 6561 OK Poor.MtrQ+d 

24169 SGlS Fd? camera @Ilmed 

24170 139B 5482 Poor tbdrieaposure. rerd6.I 

24171 ALD29 flB36 
mlnut.99 

OK OK7.5 rrilnuk~ 

24172 ALfJ33 6611 Fnlr ox 11.4 mtcut89 
24f73 timt 6482 mm Poor. not road 

24174 ALD34 6561 OK NG.notrekd 

24150 HOW OK30ra?bn& 
24133 . NAN OK36sezonds 

ulsb HOW fw@ 
241% N&N NO 
24162 PAlmY Fair 4Omtan1te8 
24163 BOW Foesed 
24164 NM OK3mhMer 

24165 NM OK1mfnut) '. 

. . : '. 

error. Thus no attempt has been made to obtain later-stage information .by trkngulation 
method& 

5.6 SHOT 6 

Cloud cover wae heavy at shot time. For a while, two planes Baw tha nuclear cloud 
between layers of natural cloud.8. The photographs are of poor pictorial quality, but they 

TAfILE 6.4 PfLhW EXPOSED. SNOT 5 

Flllll NU~?bW &Or NW. 
EC&G LML t1on Dd COUIlDCdl 

24267 126C2- fum OK OK2.9 tin&, 
2426) 13282 6581 OK OKS.lmtnuter 
24269 13x2 rIdI Cfc OK 1.5 mInutea 
24270 1250 6482 AOG OK 3.4 tinutar 
24271 ALD27 nB.w Cfc oK9.Oml~ 

24272 Am35 6616 Fair OK 7,.1 mlnuter 
24272 AfJML 6482 .hCG OK1Smiauteo 
24274 ALD34 IS61 Cfc ~mtmS?md1t?mfnute~ 
24250 now OK36moonda 
242b3 . NM OK45wamda 

24254 now WI@ 
24257 NM. Foercd 
24262 HOW groped 
24264 NAN FW4d 
24265 N.4.K. FOWd 

yteld surprisingly good measurements. The other two planee and all ground camera were 
obscured by clouds and obtatncd no pictures. Table 5.5 summarizes the films. 

Cne of the successful planea furnished good navigational .data in close agreement with 
the Air Operation Center (ACC) f&wee; the other plane disagreed drastically with ACC, i 
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Study of the photograph; forces.the conclusion that A& was in error, and that the ship’s 
own data are correct. Use of the A9C ,data leads to an apparent maximum cloud height 
of 52,000 feet, in disagreement with other results and *th all past experience with bombs 
in this range of’yields.’ The navigator’s data led to the eminently reasonable figure of 
70,000 feet, in exact agreement with the data from the other plane. 

The results are given in Figure 5.5. The dashed lines rep’resent intervals during 
which the particular feature was hidden by natural cloud and are thus reasonable inter- 
po!ations. It is felt that a *5 percent uncertainty 3pplies for the entire lo-minute 

TAULE 5.5 FILMS EXPOSED, SHOT 6 
. 

Plllll NUlIbW 

. EC&G L5lL 

: 

24461 125c3 

24468 132B3 

24469 1358 

2UiO 125n 

24471 ALD42A 

w472 ALD45 

24473 ALD42Lt 

24450 
24451 

24451 

24462 

24464 . 

LOCs- NW. 

tkm Data C0IlllWlll6 

It%36 OK CJoud6, NO 
5561 OK Clouds, NG 
5615 OK Clcud6. read 3 mtquter 
,546Z OK Clouds. NO 
RB36 OK Clouds, NO 

5616 OK Clouda. read 5 mlnute8 
5462 . OK. Clouds. read Bmlnute6 
PARRY C+uds, NO 
PARRY Clouds, NO 
PARRY Clouds. NO 

PARRY Clouds, NO 
PARRY Clouds, NO 

interval. It should be noted that .the height-to-top meaiuremen&‘are.rdiable in spite of 
the poor phoiogtiaphic quality, because t&e’cloud .height was less and the camera distance 
greater than usual. 

5.7 DISCUSSION 

I 
1 

Although the results presented here cover a shorter time ihterval than had been ex- 
petted and although unforeseen operational difficulties were encountered, it is believed that 

. 

TABLE 6.6 SUhl~LUtY OF CLOUD P+4METERS 

T 

Hclght to Top 

(thp!AspJds of ket) 

M;uc. 1 m@. shot 
~-- 

cdla 

1 114 41 14.6 t 0.2 26 370 

I . 110 44 11.0 * 0.4 53 316 

4’ 04 35 6.66 * 0.11 26 125 

5 110 U 13.6 t 0.1 34 270 

6 7a 25 A.66 * 0.62 IS l&t 

Ivy 

Mike 9x 39 11 * I 30 200 

Jm3 ?6 2S o.sso .t 0.826 1s #O 

these measurements are good over the mo&important time period, prior to cloud stabili- 
zation. Over this period tho data are by far the best we have ever had to work with. 

The results of the tiloud-rise measurements are generally in go&i agreement with 
the less-accourate results from Operation Ivy. For purposes of comfiarieon, Table 5.6 
lists for the Ivy and Castlo shots the follolving pertinent information: the,ma.ximum ob- 
served value for height-to-top, the height-*top at 1 minute, and the cloud diameters at 
1 minute and at 10 minutes. The height at 1 minute is p fair measure of tho upward v8- 
locity of the rising cloud. This appears to increase with yield although the data for Shot 

. 
1 
I 

P 
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6. are rather out of line compared with Ivy King. It may xell be dignificant that Shbt King . 

R~S an sir burst’, whereas the otht~~~ we.re all at ground level. The ground bursts alway8 

seem to hover for a while before beginning to rise. 
The operation has been:a good ed’ucation to all of the groups concerned, and has 

demonstrated jhe steps tid precaktions +&at must be followed to assure results of even 
better quality in the future. 

. 

I 
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Chapter 6 

SUPPLEMENTARY MEASUREMENTS 

I 

On detonations of the magniPLde of the Castle shots, several phenomena occur which, on 
smaller shots, either do not appe‘ar or are extremely’ short-lived. Hence, it is desirable 
to report here other measurements in addition to the height and diameter of the main 
cloud. YXirta, It “bells, ‘1’ condensation rings, thunderheads, ice caps, and the stem 
have been measured wherever they appear. Their diameters and heights have been cal- 
culated in the same manner as the dimensions of the main cloud. Figure 6.1 is an idealized 
sketch of a nuclear cloud in the megaton range, showing the nomenolature employed in this’ 
chapter. 

F&ns from K-17C and, Eclair cameras located in aircraft have been ut@ized for the 
purpose of obtafmng the supplementary measurements, since most of these secondary 
.phenomena occur at later times than arc covered by the high-speed, ground-based 
cameras. 

The cloud, at various stages in its development, showed four condensation rings, 
three ice’ oaps, two skirts, and three bolls. Figure 6.2, taken at 45 seconds, shows the 
condensation rings and two of the ice caps. Figure 6.3 is a plot.of the diame’tera of all 
the measurable phenomena and Figure 6.4 gives their heights with respect to sea level. 
No reliable data can be obtaIned on heights of the bells. 

The four films ineasurcd for stem diameter showed good agreement through ten 
minutes. Unfortunately, it was not possible to measure the ,diametess of the four con- 
densation rings, as all the aircraft were located too close to ground zero. Data from 
two Eclair films did, however, permit determination of these heights through.25 minutes. 
Diameters of skirts and bells were measured from one film each. In both cases, the &a- 
meter measured is that of the widest portion; e.g. , for a skirt the diameter measured is 
that of the base of the skirt. Three films gave gooddata on diameters of two ice caps. 
The height curves are based on’only one film, however, since the other two films 
yielded Boor data. Only one film showed the third ice cap; hence, the-resulting calculations 
yield only estimated figures. Betwcon 1.0 and I.5 minutes the diameter of the third me 
cap increased from 45 to 65 thousand feet; in the same time range, the height to bottom 
was between 20 and 25 thousand feet. 

6.2 SHOT 2 

Figure 6.5 shows the diameter and height of the five skirts visible during this shot. 
Because of the parttcuIar arrangement of tbo skirts, it appeared that the two upper 
skirts had a common base, as did the two lower skirts, although it was possible to measure 
distinctly separate diameters for all five. Figure 6.5 shows the.upper two skirts, the two 
bells, and a portion of one other skirt. Two condensation rings were visible, the maximum 
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@IlUte. They’were located at 5,000, 12,000; 14,000, 22,900, 23,000, and 25,000 feet. 
Ring No. 3 was the’only one to show a definite change in altitude (from 22,000 to 18,000 
feet) though the sparse data from one film for rings No. 2, No. 4, and No. 5 indicated 

. that they also lost about 4,000 feet of altitude during the 0.2‘minute period after the Last 
measurement ‘on the remainder of the films. Figke 6.11 shows the growth of the dia- 
meter and main aM?t with time. 

6.4 SHOT 5 

Diameters of the stem and the one beJ1 visible on this shot are .shown 
aa functions of time. ‘Height of the bell could not be determined reliably. 

TABL& 6.1 CASTLE CLOUD lihfENSIONS AT 35.000 
FEET TO 50,000 FEET ALTITUDE 

Tlrne .4Iutude Stem Wldtb 
.?hot Mlnute# Feet Feet 

. . 

shot 1’ 20 (ALD-11) 

20 (ALD-10) 

.25 (ALD-.lO) 

aott 25 (ALD-12) 

26 (ALDrlS) 

alot 4 22 (ALD-31) 

30 (ALD-23) 

45 (ALli-33) 

shbts 25 (ALD-35) 

34 (ALD-35) 

shota 21 (ALD-43) 

. 26.000 
50,000 

s5.000 

50.000 

36,000 

50,000 

s5,OOO 
45,000 

36.,000 
45,000 

35.000 . 
a0.000 
35,000 

50,000 

35.000 

60,000 

45.000 

44,000 

as.000 

63.000 
.(1n maIn cloud) 
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Figure 6.13 

L 

gives the diameters of the eight condensation rings measured. Rings No. 1 and No. 2 
were close together near the base of the cloud. No. 3 the next highest, No. 4 and No. 6 
in the next higher group, and NQ. 6, No. 7 and No. 8 forming the top group. Good meae- 
urements were not obtainable on rings No.. 7 and No. 8, because of their relatively short 
Jives. AD the rings remained at approxQnateJy the same height througout the period 

: measured. The lowest ring was measurable from 0.3 to 0.7 minutes, during which time 1: 
remained at an altitude of 35,000 feot. Rings No. 2, No. 3 and No. 4 were visible between 
0.5 and 0.9 minutes, at altitudes of 39,000, 49,000 and 55,000 feet, respectively. Rings 
No. 5 and, No. 6 were measured at 57,000 and 60,900 feet from0.6 minute to 0.8 minute. 
No data were obtainable on Rings No. 7 and No. 8. 

The height to the top of the thunderhead was measured on three fflms. The.reeuJting 
data are in poor agreement but indicate that the thunderhead reached a maximum height of 
135, it 10 thousand feet at approxfmatcly 9 minutes. Measurements on four films of height to 
the baee of the lowost skirt were eqnJly unsatisfactory. It is estimated that the base of the 
skirt remained at a constant altitude of 31 f 10 thousand feet between the ijtial appearance 
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. I, 

of tho skirt at 1.5 minutes and the latest measurement at 10 minutes. Figure 6.14 is an 
excellent example of the appearance and multiplicity of skirts visible on thts and other shots. 

. 

6.5 SHOT 6. * 
I 

Because of natural cloud cover’, no measurements of the subsidiary features of the 
cloud from this shot,were possible. 

. 6.6 CLOWD DIMENSIONS AT HIGH ALTITUDES 

It was possible to make some rough approximations of the cloud and stem dimensions 
of the Castle shots at altitudes of 35,,000 and 50,000 feet at times ‘up to 45 minutes. The 
figures presented in Table 6,l are only approximate, because of uncertainties in aircraft 
positions at ‘such late times. It is felt, however, that this information may be of assist- * 
ante in .euff mating hazards to +tch personnel of a sampling aircraft might be subjected 

I 

in.penetratlng the cloud or etem’sfter a detonation. 
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Chbpter 7 

CONCLUSIONS 

The data obtained for Project 9.1 are by far the best yet, although they extend only over 
the first 19 minutes; little information was obtsined for later times. 

Good measurements were made forfive of‘& six Castle shots. Shot 3 was fired 
under ‘weather conditio& such that none of the cameras sair the cloud. 6x1 the other 
shots, natural cloud interference turned out to be less serious than had been expected. 
The utility of high-flying aircraft for these purposes is confirmed, as is’ also the de- 
sirability of using distant ground-level cameras.. 

-The X-99 stabilized mounts have perfor.med brfllititly and have saved msny 
pictures that would otherwise have been useless for measurement purposes. The cali- 
brated cameras ,have similarly performed well. Many photographs, whose only refer- 
ence level is the camera fiducial-mar& system, were measured sacccssfully. Thi8 
gives increased confidence in the results and in the methods byxhioh they were otr 
tamed. 

I 
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Chapter 8 

RECOMMENDATIONS 
. It is believed that the dkic plan used during Castle is the c&&t one to use and that 

impro$ements can be achieved through careful attention to details rather than by drasti- 
cally altering the method of operation. 

8 .l ALTITUDE 

The best datg‘were obtained by the RB-36 installation. tlying at 40,000 feet altitude. 
The superiority of these results is attributable al+st entirely to the high altitude, and 
it is recommended th& every effort be made to us c high-flying pldtfdrms wherever 
possible. This recommendation applies to operations in .Nevada as well as in the 
Pacific-there is mudh to be gained in operating a’bove the atomic clouds. 

8.2 SUqPLEhjENTARY DATA 

me c&&km cd subsidiary daia~witkut which’the photographs are merely pic- 
tures; not scientific data- should be made automatically. Personnel efficiency de&lines 

, r@&y as &.ltude increases,, and the probability of error or complete loss of’informa- 
. tlon becomes prohibitively’ l.arge. The crew members have to fly the plane and, .naturally, 

. carry their routine jobs out. even at the expense of the scientific mission. This is not a 
t criticism, but ratheF a fact that needa recognition: The program. should provide auto- 

.maiic me&s of recording every bit of information it needs without rely.ing on the crew. 
&noxig the dais to be so recorded qre: aircraft position, altitude, co’&se, tittitude, air- 
,spekd, and groundspeed; also, the camera parameters such as aiming, kiming, aperture, 
and shutter settings. Much of this information could be recorded by voice ok a tape re- 
cdrder. It should bc emphasized,_ however, that it is better to photograph instruments than 
td have a man xad them and relay the data to the tape, while worung on other jobs at the 
same time. It follows that such data as plane’s position might be obtainab1.e more;reli&ly 
from the ground than from the plane itself; but if it is done from l.h3 plane, the instruments 
and the terrain directly below, if necessruy, should be photographed, rather than relying 
on a person who has other duties. 

8.3 PHOTOGRAPIIIC~ -CONTROL 

Judgment is sometimes impaired while working at high altitudes, and t&e picture- 
interval program should not be placed at the discretion of fhe operator. The professional 
photogr‘aphcr is often inclined to tnke more photographs than have been specified. The 
cameras are usually loaded with mbre film than is needed, ,and the operator shoots it 
all. In two cases during the Castle operation, this caused the loss of otherwise good 
daLi; but in a third case, it’must be admitted, information was obtained which would not 
have resulted from the speoified prugram. (However, the information is of value to 
Project 1.1 rather than 9.1.) 

It is clear that the photographer must be freed of as many manual duties aa pcssible. 
He should not have too many cameras to operate, the COntrOlP should be simple, and 
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clearly labeled, and should be as auJomatic as possible. His duties should be planned, 
not to throw certain switches at given times accor&ng to a cheek-list (a timer can do the 
job better), b ‘:t rather to adjust apertures in accordance ivith prevailing light levels arid 
to chase and correct trouble when it occurs. The installation should try to do him out 
of his job. 

I 

1 

8.4 lXVIDED ASSIGNMENTS OF AIRCRAFT ’ 

Requirements of several programs for the u.se of a g+n aircrnfl inevitably conflict. 
The position of .the plane is the perpetual quarrel-some want it cloac in, and some want 
it far away; some high, and seine low, and so on. There should be onqugh planes in the 
program to satisQ everyone without forcing compromises between the tlnearAnnerslt 
and the ‘~far-&tersV~ in the use of a si.ngle plane. This is aparttoularly heartfelt reconr 
mendntion; much valuable data were lost during the operation boonuso the planes were 

. oloser to ground zero than dosired. This always resulted in.mloud images extending & 
yond the e.dges of the pioture. 

It is recommended that a study be made to’find a more-satisfactory camera for these 
purposes. The modified K-17C cameras are heavy and bulky and are subject to shutter 
malfunction. The resulting images are sometimes superb, but nro more frequently 
worthless, owing to hangover of the shutter. However, .pictu.re quality usually is limited 
by natural cloud interference, the diffuse and nebuIous edges of tho ntomic cloud, and low 
light levels. Large images with high resolution are nice to work wlth but simply are not 
nocess~y; it is better to accept smaller images from a more-rcIic!blc camera. On the. 
othor hand, it is felt that the 3%mm motion-picture camera is tho minimum frame size; 
n 70-mm frame should be about right. 

’ The 70-mm frame should be arranged horizontally to [five .a pieturc about 2’4 inches 
hIg!l and 3ih inches wide. Lenses should be available in 3-inch, 4-Inch, and G-inch focal 
lengths and of as wide an aperture as.pos’sible. The.camora should hold at least 20 feet 
of film, for a total of 60 pictures. 

Each installation is visualized as using two 70-mm cameras: The first uses slow film 
and tnkcs one picture every second during the time fireball light is shining; the a+her uses 
fast film lo photograph with the pr2vailing sky light. The seoond onmora works on a pro- 
lfrnm of increasing time intervals, such as six pictures per minute for 5 .rinutes, one per 
mlnutc! from plus 5 to plus 20 minutes, and.one every 5 minutcn thoronfter. The cameras 
should be placed on stabilized mounts of ‘Ae type employed so suooo~sfully during 
Operatlon Ctitle. 

I 

1 

40 

SECRET 

----_ -..__. *_ s LL_ a-.--._ 



. . 
REf ERENCES 

. 

1. “Greenhouse, Cloud Ri 88 Data “‘; Prelinifnary Report No. 1062, 5 September 1951; 
EC&G &T 739. 

2. “GYeenhouse, Prog&n 4, Cloud Tracking Photographyfl; (Draft, 15 July 1951); 
EG&G OUT 7.28, WT-115.. 

’ 3. l’Te&nical Photography on Buster-Jangle”; WT-417. . 

4. l’Bu&er-J&gle Cloud L&k”‘; 29 February 1952; EC&G OUT 832.. 

5. ’ llTechnioal Photography on Operation T&mb1er-Snapper, Program 12.1”; 
WT-569.’ 

6. “Tumb&ezk-Snafi,per ,5-a. Pictorial, Late Stage, O-10, Sec~nds~~; 6 October 1952; 
. .x,-. EC&G OUT luu9. . 

7. “Technical Photography on Operation Ivy”; PET-639. 

’ 8. “Ivy, Cloud and ‘stem ?h’enemena I’; Repo~ko. 1136, 23 &ii 1954; EC&G 
OUT 1555. 

9. “I&, Cloud Pictorial”; aport No. 1080, 10 Februdry 1953; EG&6 OUT 1074. 

10. “Techni&il Photograpahy on Operation Upahot-Knothole”; WT-824. 

11’. Letter from L. FusselI, Jr., “Cloud Phenomena on Cperation Castle, ” to 
Captain N.E., Kingsley, 29 May 1953; EC&G OUT 1117. 

12. “Photographic Requirements, Project 9.1, Operation Castle”; Report .No. 1086, 

5 i&gust 1953; EG&G OUT 1156. 

13. “American Practical ?kivigator’l; ,Bowditch. 

14. “Advanced Surveying ‘1; Breed and Hosmer. 

I 

1 
f 

: 

, 

? 

._ .__.__ 



_ . . .__ _ 

c 

’ P 

* 

1 

2 

3 

4 

:i 

6- 7 
8 

9. l.l 

12 

13. 15 

I6 

17 

28 

19 

20 

21; 22 

23. 24 

25: 26 

27 

28 

29 

30 

31 

32 

33 

34. 35 

36. 37 

38 

39 

40 

41 

kz- 43 

u 

AFW ACTIVITIS 

MiMary Distribution CatciwY 54 

45 

46 

47 

A@E~. mp. chid 0r stair r0r uilitary o~~tlom, D/A, 
Washinrrto4.25, D.C. ATI%: Amt. Executlrn (.sksv) 

Chief or Raeear& as4 Melo-& D/A, UuLLmrrton 25, 
D.C. ATi-N:~Atoric Dirlalon 

Chief or ~rd-nnc.. D/A. Washirratm 25, D.C. ATllf: 
ORmx-AR . .. - -- 

Chlei sipal Off?&, D/A, PM Dlriaico, Wasi!n4tca 
25, D.C. A’l’lif: S:CBD-6 

The SurSaon Cec+r+ D/A, Uaahkrgton 25, D.C. ATTU: 
KELmk 

Cblaf Cbamieal Oiflcar, D/A, Uashlwton 25, D.C. 
,e Qmtemaster Cassral, D/A, Usshington 2;. D.C. 
ATl'X: Reaearch an4 i+wolopzmnt 

Ckldl of &@ears, D/A, W.sh?ngton 25, D.C. All%: 
x!w.wn -._._ 

chi4r or 'Pranpxt-ami, umt4t-y Phnnbg d tit,+ 
1iScyce Dir., iiash@@m 25, D.C. 

comgnd~ Gone.& L.&&e??a, v* A. ContlMntd. 
Amy Coesuuld, Pt. Wnroe, -?a. 

Resident, Board il, Eaadquartsrr, Contlnosti Arrq 
c-4,Ft.$:u,okla. 

Frwldent, Boaid t2, !.?ss4quutera, Cartlnrma.1~ 
Connmd, Ft. 6Xx., Ky. 

Pree~dsnt, Board i3. Bendquarters, Continental &xey’ 
L’owand, Ft. Bennlng, Ca. 

Reoident, Doatd +e, Eeadquartera, Cmtlnentsl Anq 
Commd, Ft. Blfsr, %I. 

CoaxMing Goner&l; U.S. Anqy Caribbean, Ft. Amdor, 
C.Z. Al'l'N: Cn.l. Mr. 

C0mmdln4 Csrbrul.U.S.Arw Europe,APO b3, New 
York, l?.Y. Anti: OKIl’ Div., Combat a Br. 

COLWI~~II~ mm-0, U.S. ~ra~r mcirtc, m g& sur 
Franci6~0, caur. Am: cd. orr. 

Cormrandaant, The Artillery end Guided Hi8aile School, 
Ft. 5111. Ok-. 

Secretary, The U. S. Am hiI De:euae School, Ilt. Bliss, 
Tcxaa. Al-i'%: tiJ.‘Cragg D. Breite@n, Dept. of Tactls 
ar.d Caablned Am 

Cop;pa?dlng General, ArrSr !‘.sdical Swviw School, 
Brooke Any Modlea Center, Ft. Sem Bouston, Tax, 

Director, sim:a1 ueayone Developnect orrice, 
Eeadmatters, CO!&RC, Ft. Bllsi, Tar. A’lltlz 
Capt. T. L. Sklmer 

CnwuxdlnS Cewnl, &erdeen Provlr~ &unda, xd, 
ATEi: Dlrectcr, Ballistics Research hborstory 

CorsandlnR Ocnsrl. The h@.rlelr centar, n. De1-nrr. 

48. lr9 

50 

;: 

corewdlc~ General, ~srtemmstsr Research and Daelw. 
wnt, Ccu,d, &.rtemzwter Rsswrch and Deval0P-d 
C&Or, Wick, &a. AZ% CL% LlnlsOn OrfiCOr 

Coxmmn~t, The Aruj Arlatlon Se~ol, Fort Rucksr, A&+. 
-Fpsldont, Beard No. 6; RXiiC, Fort ltuckarF Ala. 
coma>J:Tg orr:cer, Dtasocd Ordn.¶nco Fuio bborotcriea, 

Uaahlngton 25, D. C. ATPII: Ccu+netor, Alclnlc YWposs 
Ef,cacts Testa 

53. 57 

ATDI: OP-03I?j - 
- .- 

mmctor of Naral rr.tollig~ncs, D/n, Metilwtston 25, 
D.C; AlTN: OP-9ZV 

Chxec, Sumau of- Hmil’clzy an4 Surgery, D/R, Uaehlwton 
25, D.C; A’ITN: Sjwlal Uoapona lbiWw,r Dir. 

chw, hrvai or Cu+.nco, q//N, Uaehl&+m 25, D.C. 
chtsr, 9umu or sup8, D/N, vaahlngtm 2% D.C. AT1R: 

3a- 59 

60 

61 

62 

63 
64. 65 

66 

67 

68. 69 
70 

71 

72. 75 
ATZI: Code A038 

‘I6 Faa?dazt, U.S. Xairl War CoLlew, Rsvyort. R.I. 
77 sunr:xtendmt, U.S. 1~aral P&Wpa4u~t. School, 

78 

ton 25, B.C. 
c?lt*r, Bureau ot Aprcmtitics, D/N, Uaehh(nston 25, D.C. 
chler OT iiha R1004reh, -partit or the f&w 

ibhingta? 25, 3.c. Am: c9dde 8U 
coak?dar.uwZblef. U.S. Atlsztlr. F-t, W.8. lsarol 

we, n0;orrdk u; u. 
C-da?t. U.S. krlne Cove, uashl%- 2% D.C. , 

vw~~~,, chr. 
C-dlw Offlcw, U.S. Nval Schc& C-d, U.S. 
t&pal StatI&, %~r.urr I.+.& Sul F~el~eO, 

79 

bO- 81 

82 

83 

84 

83 

fx 

81 

e.3 

69 

90 

DISTRIBUTION 



91- 94 CteMnd!np OrrIcer, U.S. xwa1 Radlolcglcal Ibronae 
IabOx.to~,9an~CisCO, WIT. ATiS:T~dmiosl; 
bfo~r~lflm Mrlaim 

lo4 

1% 

loz; 

101 

l&log 

I30 

ill 

ll2 

4 

AlR ?UXB ACTlVlTIYS 

Asst. ror htomlc Emra xaadquanelr, ~JSAF, th~himg- 
ton 3. D.C. All-N: Ix?/0 

Dir&&-of Opon~tlono, &.dqUar*.ers, WV, Wnnblngtoa 
2$, D.C. A’Tl-8: Opomtl-x3 Am.lySls 

~iractor or Plmcl, Eendquwters, USW, NoohlraLan 25, 
D.C. Al-IX: Ynr plans Dir.. - 

~,,.actor or Rarrarch ar;d ‘Devalomnt, lXD/D, !Md- 
qu.rter., WAF, Vashlwtos 25, D.C. ATIlil Co-t 
r'o.tjwent. DlVi 

C?xsndor, 497th.Racorwalssmce Tec&icnl UqUadmn 
(.kusmntod), f&V 633, Aew York, N.T. 

Ccaw~dor,-Fur East Air Forces, AFU 925, Car. ~~‘wCISCO, 

car. ATW: UpolRl Asst. for Doago CwlLrol. 
ll4 ~~~dOr-i:l-cbiOr, +Q.e.SlC Air C&1nd, wwt Air 

Fcrco Sara. Qunha, Kobrsshr. All?l: CAUS 

Cor=wder, Air Rowarch and Dwslopmnt Coasmd, R) 
P,-u 139>, lW.tlnoro, Md. AZTX: RID4 

Caex-ider, Alr I’mvlw Ground Sonsand, Qlfn AYB, PIa. 
Al?% AdJ.,&ch. Re&wt Branch 

DIrector, Air Unlvotwf;~ LLbmxy, Hsmll APB, Ala. 
Cozxmdsrt Fl.vlns Tnlnl% Air Force, ~nco, 7%~. 

A’iTN: Director of Obasmar Tralnlng 
Cozar.der, Crew Tralnfrs Air pqrce, Randal@ llold, 

Tea, ATrNr mls, m/o 
Cocw&&nt, Alr Fore School of Avlatlon YmllCfm, 

Randolph MB, hx. 
Cozadar, h’rlght Air bavelopmt Centw, WrlW- 

h:terson AFB, Jsvton, 0. ATTN: WCOSI 
Coamder, Air Force Cwbrfdge J$westch Center, ui 

Samcorn Flold, Esdlord, &ma. ATCN: ClQ'lT-2 
Cazdcr, Ali Force S&wlal Yeapons Centor, Xlrtlmd 

A%, N. Mm. ATCN: Llbraxy 

Cowdrr, Lowry APB, Lwvar, Cola. Amt~ layartnant 
0r s,p~id hka~0 hai11:13~ 

Cwcwder, 10OW.b S:melal Ysspam Squadron, Ifmad- 
awtera. uw, Vadbf~~-~ 25, D.C. 

148-152 

153 

154 

155 

1% 

m 

w 

159 

la-l6b 

165-m 

m-m 

181 

a? 

183 -185 

186-187 

lea-192 

193-195 

a 

lYl-210 

---_ -2-m --< 


